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PRODUCT DESCRIPTION

The BT 01 Body Filler is a 2K multifiller with excellent filling properties, easy sanding, and a smooth finish, making it ideal for

levelling imperfections in automotive and industrial applications. With robust mechanical strength and VOC compliance, it ensures a

durable, professional-quality finish while meeting regulatory standards for safer use.

SUBSTRATES

- Aluminium

- Stainless steel

- Galvanised steel

- Bare metal

- Polyester

CAUTION

Intended for professional use only. Always use protective equipment.

Do not apply directly on top etch primers, 1K fillers, TPA substrates and soft old paintwork.

MIXING RATIO

Volume Weight (without thinner)

A: Body Filler BT 01 100 100 g

B: Hardener 2 - 3 2 - 3 g

Comments: Use without thinner

APPLICATION

Apply with Spatula

Time to apply before it starts

hardening
4 – 5 min

Non-force drying 20 - 30 min at 22 - 25°C

Infrared drying

Short wave 5 – 8 min

Lamp distance: < 70 cm

COATABILITY

Finishing polyester putty, spray polyester filler, acrylic primers, epoxy primers

COLOUR

Grey
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NOTES

• Application with Hardener. Mix well with putty. Do not add more than 3% as this may cause staining of the topcoat finish.

• Clean the substrate using a soft cloth and degreaser. Make sure the surface is first wiped dry and then air dried.

• Do not apply to Etch Primer, 1K Filler, TPA substrates and soft old paintwork.

• Do not apply at temperatures below +5°C.

• It can also be used by countries that do not adopt the VOC legislation.

• Dry sanding is always recommended.

ADDITIONAL INFORMATION

Sanding
P 120 – P 320

Flatbed sander, dry

CONTENT OF VOLATILE ORGANIC COMPOUNDS

Maximum content of VOC in product 221.8 g/l

VOC for category: II, B/b 250 g/l

Filler complies with standards of EU Directive 2004/42/IIB(b)(250)100

STORAGE TIME AND CONDITIONS

Store in tightly closed containers, in a cool (+5°C - +25°C), dry place away from sources of fire and heat. Avoid exposure to sunlight.

Shelf life: 18 months in unused original containers.

CLEANING EQUIPMENT

Clean after final use with thinner.

HEALTH AND SAFETY REGULATIONS

See the product's safety data sheet.

SPECIFIC WEIGHT

Filler – 1.08 g/cm
3

Hardener – 1.15 - 1.25 g/cm
3

SOLID CONTENT

81.7% Weight

Disclaimer of Liability

The information in this Technical Data Sheet reflects Tulda's knowledge and expertise. However, it is the user's responsibility to test and confirm the product's suitability for their

application. Tulda makes no guarantees regarding accuracy or fitness for a particular purpose and assumes no liability except as required by law. Tulda’s total liability is limited

to the cost of the goods supplied. Users must follow all guidance provided in the Technical Data Sheet.
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